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1. Editing line to /etc/sysconfig/network
Networking_IPV6=yes
[image: ]
2.    Assign  GW and IP address on single interface as manually.  
#Editing line on below.
IPV6ADDR=2001:41c8:1:5076::3/64 --(IPv6 addressing and netmask)
IPV6_DEFAULTGW=2001:41c8:1:5076::1 --(IPv6 GW)
IPV6INIT=yes
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3.  services should be stop NetworkManager before start network service
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4.    Identify IPv6 address on system.
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5.    check IPv6 is working or not by using pinging
#ping6 2001:41c8:1:5076::3
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[root@test2-server ~]# ifconfig
=cno Link encapiEthernet Waddr 00:0Ci28:55:38:%0
ineT addril72.16.3.212 Boastil72.16.255.255 lMaski2S5.255.0.0
inece adar: EPTESCIPERIIPENE scope:Global
Snete addr: £es0::20c:29rf:fess:bs0/cs Scopeilink
UP BROADCAST RUNNING MULTICAST MIU:ls00 Metric:
RX packets:108773 errorsi0 dropped:0 overrunsi0 frame
TX packets:2022 errors:0 dropped:0 overruns:0 carrier:0
collisiona:0 cxqueuelen:1000
BX bytes:18346237 (17.4 MiB) TX byte

272384 (266.0 KiB)
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[rootftesti-server ~]# hostname -1
172.16.4.212 172.16.4.219 2001:41cs
root@rest2-server ~1# pingé 2001:41cS:
ING 2001:41c8:1:5076: 12 (2001:41c8

54 bytes from 2001:41c8:1:5076:
54 bytes from 2001:41c8:1:5076:
c

©t1=64 time=0.112 ms
G4 time=0.337 ms

2001:41c8:1:5076: :2 ping statisvics
- packets transmitted, 2 received, 0% packet loss, time 1266ms
-ct min/avg/max/mdev = 0.112/0.224/0.337/0.113 ms
root@testz-server ~1# |
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[root@test2-server ~]# cat /etc/sysconfig/network

[zoot@test2-server ~1# ||
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[root@test2-server ~]# cat /etc/sysconfig/network-scripts/ifcfg-eth0
DEVICE=etho

HWADDR=00:0C:29:5:
TYPE=Ethernet
UUID=ca248549-7a11-4e5e-baad-1bebsbS30a60

[rootéresta-server ~1§
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[root@test2-server ~]# service NetworkManager status
Networkiianager is stopped

[root@resta-server ~]# service network status
Configured device:

1o etho ethl
Currently active devices:
lo etho ethl B
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